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Direct lighting
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Square and rectangular mirrors with a perimetral
sandblasting, and a decorative aluminium frame.

Ideal for bathrooms due to the functionality provided
by the light: perfect for precision tasks.
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Specifications / Fcpecificaciones [

Qlick install System 700 /800 /900 / 1000/ 1100 / 1200 35
Sistema Qlick install T
Qlick% % R4t
Lighting System Liner led trip 120 led/m
Sistema de iluminacién Liner tira de led 120leds/m
120LED/mT 7 g
o0
Power 220-240V Optional 110V
Potencia 220-240V Opcional 110V
HiJE 220-2401k
Color temperature 3000K Optional 4000K | 5700K -
Temperatura de color Opcional 4000K | 5700K
taiih 3000K A 3% 4000K | 5700K
Distance of the sandblasting to the edge 15mm Min. 15mm Ef:;i:r”s::: :fef;;:‘:eecjalej:fes;
Distancia del arenado al borde 15mm Min. 15mm P p‘ N o B
P IX B AR B 152K /> 15mm )
Standard sandblasting width 15mm Optional 10 - 30 mm
Ancho estandar del arenado 15mm Opcional 10 - 30 mm L .
FTHY X A 5 P AT3%£10 - 30 mm Finishing options
) ) Acabados
Decorative aluminum frame PP
Marco decorativo de aluminioC VI TF 326 T3
ERLE A
Glass 4 mm = =
Lunade 4 mm
B JRRE AR
Extra/ Extras/ bk
@ Defogger. O{ID Touch sensor. ~~_ Adjustable color temperature
 FREE, Antivaho. Sensor tactil. /®\ Temperatura de color regulable
55 5 i b CIRT RN
Integrated magnifying mirror. Laser or backlit logo. Adjustable intensity.
Espejo aumento integrado. _ﬁ_ﬁ Logo lésger‘o retroiluminacjo. @ Intensidad regulable.
N R BRI T hR e ROCERSHThR A Matt aluminium Matt black*
(For sizes / Para dimensiones > 800 mm) Aluminio mate Negro mate*
: ) o A - FHR W ) B
Y2Y. Lighted magnifying mirror. 2 Positions A . l
, Espejo aumento iluminado- E:l\ 2 Posiciones Available on demand, MOQ 200 units.
e u)jb)/( )\"’ERL (1 4} *Disponible bajo pedido minimo 200 uds.
o P [2 17 5£200pcs

(For sizes / Para dimensiones > 800 mm)



