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ELISSE collection

Direct lighting

Mirrors with suspended installation system (not wall-mounted)
with metal frame and perimetral sandblasting. Designed in 2
organic shapes, oval and rectangular, and in variety of versions
for the 2 sides: with illuminated double mirror, illuminated
mirror and mirror without lighting and illuminated mirror and
decorative material.
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Direct lighting
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Specifications

Lighting System led strip 128 leds/m

Power 220-240V

Color temperature 2700K

Standard sandblasting width 28 mm

Decorative metal frame

Mirror glass 5 mm

Extra

AY Defogger.
@ Antivaho.
Sensor touch.

@

Sensor tactil.

? Custom logo.
‘,._0’ Logo personalizado.

5“4@ Adjustable intensity.

Intensidad regulable.

220-240V
OPTIONAL 110V 30.000H

Optional 110V
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Optional 4000K/5700K/ Adjustable 2700-5700K

Optional 12/15/18 mm

,65‘ Adjustable color temperature.
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Temperatura de color regulable.

Shatterproof glass.
Film antirotura.

Smoked mirror.
Luna ahumada.

Composition options

With double illuminated mirror.
Con doble espejo iluminado.

Lighted mirror + mirror without light.
. Espejo iluminado + espejo sin luz.

Espejo iluminado y material decorativo.

1
E Illuminated mirror + decorative material.
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Direct lighting

Personalized sizes (mm)

Installation system from floor to ceiling.
Sistema de instalacién de suelo a techo.
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Structural ceiling required / Necesario techo forjado.

This product may undergo changes during development.

Please consult us for special sizes.
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Finishing options

Standard /

Negro

Anthracite

Silver

Gold

Frame detail

White
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